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Modeling of Adaptive Optics-based free-space communications 
systems 

Scott C. Wilks”, J. R. Morris, J. M. Brase, S. S.  Olivier, J. R. Henderson, C. Thompson, M. Kartz, 
and A. J. Ruggerio 

Lawrence Livennore National Laboratory, P. 0. Box 808, L290, 
Livermore, CA 9455 1 

ABSTRACT 
We introduce a wave-optics based simulation code written for air-optic laser communications links, that includes a 
detailed model of an adaptive optics compensation system. We present the results obtained by this model, where the 
phase of a communications laser beam is corrected, after it propagates through a turbulent atmosphere. The phase of the 
received laser beam is measured using a Shack-Hartmann wavefront sensor, and the correction method utilizes a MEMS 
mirror. Strehl improvement and amount of power coupled to the receiving fiber for both 1 km horizontal and 28 km slant 
paths are presented. 

Keywords: Laser propagation, free space communications, adaptive optics, atmospheric propagation, MEMS mirrors, 
SATRN 

I. INTRODUCTION 
One of the most desirable features of free space communications is the potential for multi-Gbps data rates. However, a 
number of limitations due to atmospheric propagation effects that are present on a realistic link make it difficult to 
achieve these large data rates in practice. One solution is to use Adaptive Optics (AO) to correct the phase of the 
transmitted beam such that a better focus onto the detector can be achieved, thus increasing the received power, and 
decreasing the Bit Error Rate (BER). The possibility of using adaptive optics to correct phase aberrations that arise on 
laser beams as they propagate through the atmosphere has been discussed numerous times.”’ There also exist a set of 
papers on simulating laser beams propagating through the atmosphere,3s4 and another set of papers that deal with the use 
of adaptive optics in a laser communications system.5q6 In this paper, we present results of simulations of a complete 
adaptive optics system, including wave optics propagation through the atmosphere., This work was done in support of 
an LLNL program to develop technologies for long-range terrestrial laser communications links known as SATRN’ 
(Secure Air-optic Transport and Routing Network.) In particular, we discuss the salient features of a simulation code 
developed to help guide the design and implementation of the adaptive optics component of a long-range free space 
communications link. There are 3 distinct aspects of the code: (1) a wave-optic model of atmospheric propagation of a 
laser beam through the atmosphere for either short ( - 1 km) links or long ( -  30 km) links; (2) a complete mathematical 
model of the adaptive optics components and control system for an 11 x 11 MEMS-based deformable mirror; and ( 3 )  
wave-optic model for the transport and coupling of the corrected laser light into a 62 micron multi-mode fiber. 

Sections 3-5 contain results obtained from the code. The results of this initial idealized model suggest that for a 28 km 
link, the use of an 11 x 11 MEMS DM mirror may improve the amount of energy that is captured by the receiver and 
ultimately focused into the receiving fiber for moderate turbulence conditions ( Cn2 - 5 x 10 -’4 m-2’3) by a factor of 5. By 
studying equivalent total ra simulations that include time dependent effects over the 1.3 km link, we are able to place a 
lower limit on how fast the system must operate ( - 1 kHz.) Future studies will include the effects of scintillation on 
wavefront measurement in the A 0  system, and strategies for minimizing the deleterious effects that arise because of its 
presence. 

The objective of this report is to demonstrate a set of codes for integrated modeling of air-optic links including adaptive 
optics. Although the focus of this work is on compensated receivers, the code can also be used to model compensated 
transmitters. 



2. ATMOSPHERIC AND ADAPTIVE OPTICS MODELS 

2.7, Atmospheric propagation models 
We start by initializing a set of phase screens with Kolmogorov turbulence. Each screen represents a length 6Lz 
(typically 100 m) of atmosphere, compressed into a thin slab of “equivalent” phase. By including subharmonics,* we can 
get relatively accurate statistics for the turbulence? as shown in Fig. 1. The first approximation we make is Taylor’s 
hypothesis, which means that we assume a frozen atmosphere during the laser propagation. This laser light propagates 
between screens as if in vacuum, using the Fresnel propagation kernel. When light hits a screen, its phase, QL(x,y), is 
modified by the effective phase present on the screen, QScR(x,y). By moving the screens transversely (perpendicular to 
the beam) between discrete laser propagations, we can simulate the effects of the wind during laser propagation. By 
defining the transmitting laser beam at one end, we can propagate a light wave along a link. An aperture on the final 
screen represents the receiving telescope, sometimes called the Primary Mirror (PM.) 
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Fig. 1 Phase structure function for the phase screens used in the propagation code for the 1.3 krn link 

It is not feasible to use this brute force approach on the longer link (28 km.) Because the beam spreads significantly (by a 
factor of 10) the size and number of screens needed to accurately simulate the propagation in this way becomes 
prohibitive. For the long link, we employ a technique that uses a Talonov transformation, effectively increasing the grid 
size as the beam propagates. The wind velocity effect is not currently implemented in the long link simulation. 
Consequently, multiple runs are made to accumulate statistics, and it is not possible to do temporal studies such as the 
time response of the A 0  system. 

2.2. Adaptive optics model 
We are interested in modeling a particular deformable mirror (DM.) The full aperture of this optic is 3.3 111111, and 
consists of an array of 12 x 12 individually actuated mirrors, each approximately 270 pm. Fig. 2 shows the geometry 
used to represent the actuators associated with the DM, along with the mapping of these onto the Hartmann wavefront 
sensor subapertures. The influence function, which is used to represent the fact that this is a continuous DM, is shown in 



the insert. We are modeling just the inner 11 x 11 so that subtleties of edge actuators can be ignored. Also shown is an 
example phase that is applied to the DM for a particular received beam. 

White = actuators 
Red = subapertures Influence function Example 6 on DM 

Fig. 2 (a) Geometries of the actuators associated with deformable mirror, and subapertures associated with the Hartmann sensor. (b) influence 
function used to model a single element of the continuous face MEMS DM. (c) Example DM phase that is applied to the received wavefront that 
would result in correction. 

We create a wavefront sensor flat reference file by sending in a perfect laser beam, and noting the centroid positions., 
We then generate the system matrix by pushing each actuator and noting the response, just as in a real A 0  system, then 
pseudo-invert to get control matrix." Once this control matrix is known, it is a simple matter to move the actuators, 
depending on the position of the Hartmann spots in the subapertures. 

Because we include the effects of wind, we can also study temporal aspects of the adaptive optics system. In particular, 
we can set the time interval between various sensings of the incoming wave, to mimic the time sampling of the actual 
experimental set-up. In addition, we include a gain in the loop that is typically set to a value of 0.70. 

The performance of an adaptive optics system is typically give by a Strehl ratio, which we take to be defined as the ratio 
of the peak laser intensity measured on axis, as compared to the theoretical diffiaction limited peak intensity that would 
result for the given receiver aperture. We use this parameter as a means of evaluating the performance of the modeling 
codes. Typically, we will show tilt-corrected Strehl values, which are the values that will be obtained if a fast tip-tilt 
mirror is in the system (as in the SATRN experiment that we are modeling.) In addition to this, we also consider the 
amount of energy that can be focused into a receiver or fiber of a given diameter.. This is the relevant parameter for 
evaluating the effectiveness of the adaptive optics system in determining the performance of the laser communications 
system. 

2.3. Fiber Coupling Model 
In the case we are interested in, namely direct coupling of received light to the end of a 62.5-micron multi-mode fiber; 

the amount of light to be coupled into the fiber is an important quantity for a communications system. For the case of 
the 28 km link, we have developed an optical model for the light as it travels from receiver telescope to the fiber. We 
take the receiving telescope aperture to be 0.3 m, and this light is then sent to a telescope, then to a focusing lens with a 
focal length of 40 mrq and finally into the end of the multi-mode fiber. This model tells us very precisely, for our 
experimental set-up, how much of the received power received at the primary mirror gets coupled into the fiber. Section 
4 will present results comparing coupling efficiency with and without A 0  correction. It is important to maximize the 
amount of energy coupled into this fiber, as a further decrease in power will result once this fiber is coupled to the 8- 
micron fiber (single mode) that is on the receiver side. 



3. EXAMPLE RESULTS FOR 1.3 KM LINK 
We begin with the results for a 1.3 !an link with an atmosphere chosen such that the total ro is approximately what might 
be expected by traveling along a slant path of 28 km with a horizontally changing Cn2 profile as discussed in the next 
section. The diameter of the transmitting and receiving telescope is 0.4 m. The atmosphere was characterized by having 
a cn2  = 3 
Fig. 3. One can see an enhancement of the beam quality of the A 0  corrected case. 

10-14 m-213, and a wind velocity of 3 d s  across the direction of the laser beam. The results are shown in 
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Fig. 3 Results from an example 1 km case, with parameters as quoted in the text. 

The best correction that is possible for this case, assuming fitting error is the limit, is a Strehl of 0.68 of what a 
diffraction limited plane wave system would give. The variance associated with this error is c? - 0.3 ( d / ~ ~ ) " ~ ,  where d = 
subap size. For the simulation shown in Fig. 3, dr0= 1.157. However, the peak Strehl attainable for the geometry of our 
finite size transmitter was 0.86. Therefore, the best corrected Strehl we can expect would be about 0.58, which is 
somewhat higher than the 0.52 measured in the simulation, due mainly to temporal response of the system (discussed 
below.) This is still a factor of approximately 7 greater than the uncorrected Strehl that is obtained by simply focusing 
the received laser light from the receiver without applying a correction. Note that tilt correction is assumed in these 
calculations, and is present in the system, in the form of a 300 Hz fast steering mirror. 

Since this simulation system includes wind as it moves the atmospheric phase sheets across the beam, time-dependent 
phenomena associated with the adaptive optics loop can also be investigated with this tool. In particular, we can study 
the degradation of the systems ability to focus the light to a tight spot due to the fact that a there is a time delay between 
the time at which the beam is sensed, and when the correction is applied. This effectively models what is commonly 
referred to as the bandwidth of the closed loop A 0  system. Intuitively, one typically takes the atmosphere to be frozen 
on millisecond time scales. This implies that if one can run at - 1 kHz, i.e. measure the wave front at a given instant, and 
correct the wavefront 1 rmec later, the correction applied to the second wavefront should result in nearly perfect 
correction. This is, for the most part true, until wind speeds become large. In fact a detailed calculation, first derived 
Greenwood", shows that the degradation in Strehl is given byI2 



-U2  I ,  ( t )  = roe 
where the variance is given by 

o2 =df, / f r e m o Y 3  

where fG is the Greenwood frequency given by 

and the servo bandwidth is given by 

0.3 
f s m o  =- 

'delay 

where Tdelay is the time lag between measuring the wavefront and applying the correction. By doing the same simulation 
described above for a number of different wind speeds and time delays (and a slightly worse atmospheric path of C: = 5 
x m-2'3) a graph of the effect of bandwidth on the system performance can be generated, as shown in Fig, 4. We see 
that for our simulated system, a loop speed of greater than 100 Hz is desirable (if Vwind - 2 m/s or less), or the A 0  
correction will be less and less effective. Typical wind speeds for our experimental area are between 1 to 5 m/s. 
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Fig. Degradation of Strehl due to temporal response of the A 0  system. Dark black cuwe (points) correspond to predicted (simulated) performance 
with a wind speed of 2 d s .  The (lower) gray curve (points) represent predicted (simulated) performance for a wind speed of 5 d s .  The constant cuwe 
at the bottom gives the correct that tilt-only would provide to the system. 

4. EXAMPLE RESULTS FOR 28 KM LINK 
Up to this point, the small screens (0.8 m in transverse dimension, allowing for Nyquist sampling of the received beam) 
have been adequate for modeling the relatively short link. However, the most important aspect of the SATRN program is 
the ability to propagate a communications laser over large horizontal and slant distances on the order of several 
kilometers. Atmospheric screens such as those described above are too large for present computers to yield useful 
information in a reasonable time scale. Therefore, we resort to using a Talanov transformation for the propagation of the 
laser through the atmosphere. Basically, a small, tight grid (- 0.8 m, 1024 grids) is used at the transmitter. As the beam 
propagates, the spacing between the grid points grows, as does the beam size. The beam is free to wander on this grid, 
and typically much of the energy is spread over a significant part of the grid after propagating through the atmosphere. 
This is meant to be representative of the test link described in Johnson, et al.' which is approximately 28 kilometers 



along a slant path, from LLNL to a point on a nearby mountain, Mt. Diablo.. The atmospheric turbulence profile for this 
case is given by 

where h is the beam height above ground, and 
K~nke1.I~) Once the beam makes it to the receiver, we use the identical code as described above to calculate what the 
A 0  system will measure and send to the DM. Although we can now get true wave optic propagation through this large 
amount of atmosphere, because of the complex transformation necessary, we cannot simply “move” the phase screens to 
mimic the wind. Therefore, we can only do discrete, uncorrelated instances of atmospheres, This simply means that we 
cannot look at the temporal aspects of A 0  correction. However, we can still calculate the amount of spatial correction 
that we can expect over this distance. 

is the distance of the transmitter above ground (after Walters and 

We will look at three separate cases: weak, moderate, and strong turbulence. Let’s consider the weak case first. In this 
case, we take the integrated ro = 12 cm @ 1.5 microns. We find that for this case, the amount of power coupled from the 
receiver in the fiber is already 90% without AO. This is due to the fact that the phase at the receiving telescope is 
relatively smooth to begin with, and the A 0  correction does not provide much improvement (increasing only slightly to 
91 %) Fig. 5 shows example intensity and phase plots at the receiver, and at the far field, of the propagated laser beam 
for moderate turbulence, ro = 3.03 cm @ 1.5 microns for both corrected and uncorrected light. As can be seen the phase 
at the receiving telescope has been distorted after propagating the full 28 km. In this case, the A 0  system calculates the 
correction to apply to the DM, and this applied phase to the DM can be seen in the figure. Clearly, the phase after the 
DM is much more flat, than the uncorrected phase. This example yielded an increase in approximately an increase in 
coupled power of - 2.5 by using A 0  correction. Recall that although the effect of scintillation is present in the 
simulation, it is not accounted for in the wavefront measurement section of the code at this time. 
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Fig. 5 Example phase and intensity plots of the moderate turbulence case, as well as a few example far-field spots for the A 0  off case (phase 
uncorrected) and A 0  on (phase after DM) case. 

Fig. 6 shows the results of a number of runs done with moderate turbulence, ro = 3.03 cm @ 1.5 microns. In this case, 
there is a clear advantage of using AO, if one is concerned with coupling the light directly into a fiber. In addition to the 
power increase, the stability of the laser power into the fiber, relative to the spread in energies that are obtained if no 
correction is applied is also noteworthy for communications applications. 
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Fig. 6 Amount of power coupled into a 62.5 multimode fiber, relative to the amount captured at the receiver for a number of atmospheric realizations 
for a 28 km link with moderate turbulence. All points that lie in the region above the diagonal line represent improvement over an uncorrected receiver 

Finally, we simulate a strong turbulence case (ro = 7 pm @ 1 = 1.5 mm) for the 28 km slant path. The received phase and 
intensity is shown in Fig. 7. Clearly, scintillation is non-negligible in this case, and therefore any linear reconstruction 
done on this wavefront would be fictitious; in fact, the Rytov varianceI4 is 0,' - 0.35. Wave-front sensing and DM 
control in strong scintillation has been addressed by both Roggemann and Koiv~nen, '~  and more recently by Barchers, 
Fried and Link.I6 We plan to implement the algorithms discussed in both of these references as a next step in the 
development of this model. 

Fig. 7 (a) Intensity and (b) phase at receiver plane of laser light after propagating 28 km in strong scintillation case. Each side is 2 meters in length. 



5. CONCLUSIONS 
A robust model of an A 0  system based on a Hartmann WFS and a continuous MEMS DM, along with wave optics 
propagation through the laser beam, has been developed to model an air-optic communications link.. Initial modeling 
results suggest that using a 11x1 1 DM and a lOOHz closed loop BW, an increase in power coupling efficiency to a 
multimode fiber receiver may be possible. Extension of this simple idealized model to include scintillation effects is 
currently underway. 
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